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NAME: Resilient Flooring / VCT (Campus) ORIGINAL DATE: 05-Jan-1998
NUMBER: 09650 REVISION DATE: 05-Dec-2007
PURPOSE:

j The general purpose of each Facilities Standard is to provide minimal criteria for construction

materials at University facilities regarding code compliance, warranty, approved products,
execution, and uniformity.

2 To protect the health and safety of patients, visitors, students, faculty, and staff, in addition to
protecting non-project UAB property, all construction must be in accordance with NFPA 241
safeguarding construction, alteration, and demolition operations; Intemational Building Code
regarding site work, demolition, and construction; NFPA 101 Life Safety Code.

3. Construction safety is the responsibility of the contractor in accordance with the regulations and
codes of the agency having jurisdiction, and according to the guidelines adapted by OSHA.

4. The Resilient Flooring / VCT Facilities Standard establishes a series of guidelines for
specifying this particular item on any construction project at the University. This Facilities
Standard is not to be regarded as a specification.

GENERAL.:
1. Testing Requirements:
A. Flooring Radiant Panel Test — resilient flooring shall be rated as a Class | Interior Floor
Finish according to the NFPA 101 Life Safety Code, having passed the ASTM E-648
Flooring Radiant Panel test with a minimum critical radiant flux of 0.45 watts per square
centimeter.
B. Smoke Density Chamber Test — resilient flooring must have passed the NBS Smoke
Density Chamber ASTM E-662 test (NFPA 258) with a maximum specific optical density
of 450 or less.

2 Installation Warranty — one (1) year from date of Substantial Completion.

PRODUCTS:

1. Vinyl Composition Tile shall be %" gauge and 12" x 12” in size. Field colors and accent colors
shall be selected from standard UAB color schemes. Contact Design Build Services’ Interior
Designer for the standard UAB color schemes.

2. Alternate products shall be approved on a project basis.

DEVELOPED BY AND INTENDED FOR UAB USE ONLY PAGE NO. 09650.1
NOT FOR OUTSIDE DISTRIBUTION






