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UNIVERSITY OF ALABAMA AT BIRMINGHAM
DEPARTMENT OF FACILITIES PLANNING

FACiliTIES STANDARD
NAME: Cubicle Curtain Track
NUMBER: 10152

ORIGINAL DATE: 01-Mar-1994
REVISION DATE: 02-Jul-2007

PURPOSE:

1. The general purpose of each FacilitiesStandard is to provide minimalcriteriafor construction
materials at Universityfacilities regarding code compliance, warranty, approved products,
execution, and uniformity.

2. To protect the health and safety of patients, visitors,students, faculty,and staff, in addition to
protecting non-project UABproperty, all construction must be in accordance with NFPA 241
safeguarding construction, alteration, and demolition operations; applicable International
BuildingCode regarding site work,demolition,and construction;NFPA101 Ufe Safety Code.

3. Constructionsafety is the responsibilityof the contractor in accordance withthe regulationsand
codes of the agency havingjurisdiction,and accordingto the guidelines adapted by OSHA.

4. The Cubicle Curtain Track Facilities Standard establishes a series of guidelines for
specifying this particular item on any construction project at the University.This Facilities
Standard is not to be regarded as a specification.

GENERAL:

1. Warranty:One (1)year fromdate of Substantial Completion

PRODUCTS:

1. Cubiclecurtaintrackwillbe equal to the followingspecifications:

A. Track shall be of #6063 extruded aluminumalloy,T6 temper, and shall be painted with
a high solidpolyester paint

B. The to~ flange of the track (the part of the I-beamthat attaches to the ceiling)shall be at
least 1 ~8"wide.

C. Center wallthickness of the track shall be at least }fa".

D. The carrierunitshall consist of a two-wheelednylonrollerand hook.

E. An end stop shall be installedat each end of the track.

DEVELOPEDBY AND INTENDEDFOR UAB USE ONLY
NOT FOROUTSIDE DISTRIBUTION
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